TECU® Sizes and Availability

TECU® Sheets

TECU® Classic

TECU® Strips

TECU® Classic

Format/Thickness 0.5 0.6 0.7 1.0 1.2 1.5 2.0 Width/Thickness 0.5 0.6 0.7 1.0 1.5
[ | 1000 x 2000 o . o o . [ | 200 o .
|| 1000 x 3000 o . o o . [ | 250 . o
[ | 1250 x 2500 . . . . . [ | 333 . .
[ | 400 . .
[ | 500 o .
TECU® Oxid [ | 600 D .
Format/Thickness 0.5 0.6 0.7 1.0 1.2 1.5 2.0 . 670 . .
[ | 1000 x 2000 + + + [ | 800 . .
[ | 1000 x 3000 + + + [ | 1000 o o
[ | 1220 o .
[ | 1250 o o
TECU® Patina
Format/Thickness 0.5 0.6 0.7 1.0 1.2 1.5 2.0
600 x 2000 ° TECU® Classic_coated
600 x 3000 . Width/Thickness 0.5 0.6 0.7 1.0 15
670 x 2000 . . [ | 670 +
670 x 3000 o . [ | 1000 +
800 x 3000 +
1000 x 2000 . . + + +
1000 x 3000 . . . + + TECU® Oxid
Manually patinated longer sheets available on request Width/Thickness 0.5 0.6 0.7 1.0 1.2
[ | 500 +
TECU® Brass [ | 600 o o +
Format/Thickness 0.5 0.6 0.7 1.0 1.2 1.5 2.0 . 670 o o + +
[ | 670 x 2000 + + [ | 1000 o o + +
[ | 670 x 3000 + + [ | 1250 + + + +
[ | 1000 x 2000 + +
[ | 1000 x 3000 + + +
TECU® Zinn
Width/Thickness 0.5 0.6 07 10 15
TECU® Bronze 500 + +
Format/Thickness 0.5 0.6 07 1.0 1.2 15 2.0 600 + +
670 x 2000 . . + 670 . D
670 x 3000 . . +
TECU® Brass
TECU® Gold Width/Thickness 0.5 0.6 07 10 15
Format/Thickness 0.5 0.6 0.7 1.0 1.2 1.5 2.0 . 670 + +
670x2000  + + + [ | 1000 + +
670x 3000 + + +
1000 x 2000 + +
1000 x 3000 + + TECU® Bronze
Width/Thickness 0.5 0.6 07 10 15
670 + +
* available
+ on request TECU® Gold
Width/Thickness 0.5 0.6 0.7 10 15
B s 521200 w0+ v %
All measurements in mm. 670 + + +
1000 + +
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VISION TECU®

_punch (all perforation types)

TECU® System
TECU®bond

TECU® System Shingles

Formats* 670 x 2000 1000 x 2000 Formats 600 x 430 430x430 600 x 600
Thickness 1.0/1.2/1.5/2.0 1.0/1.2/1.5/2.0 Rectangular Square Square
[ TECU® Classic + + [ TECU® Classic . . .
B TECU® Oxid** + + [l TECU® Oxid . . .
TECU® Patina + + TECU® Patina . . .
TECU® Zinn*** + TECU® Zinn o . .
[ TECU® Brass + + B TECU® Brass + + +
TECU® Bronze + TECU® Bronze + + +
TECU® Gold + + TECU® Gold + + +
*  Other formats available on request ZinKMEtal + + +
**  max. Thickness 1.2
*** max. Thickness 0.7
_mesh (rib mesh) TECU® System Rhomboids
Formats on request on request Formats 518 x 830 518 x 758
Thickness 1.0 1.2 Sharp Round
[ TECU® Classic + + [ TECU® Classic . .
B TECU® Oxid + + [l TECU® Oxid . .
TECU® Patina + + TECU® Patina . .
B TECU® Brass + + TECU® Zinn o o
TECU® Bronze + + [ TECU® Brass +
TECU® Gold + + TECU® Bronze + +
TECU® Gold + +
ZinKMEtal + +
_flatmesh (expanded metal) TECU® Facade Tiles
Formats 1000 x 2000 1000 x 3000 Format 200 x 200
Thickness 0.7/1.0 0.7/1.0 [ TECU® Classic o
B TECU® Classic + + TECU® Gold +
TECU® Patina + +
_weave (all strip sizes) TECU® bond
Thickness 1.0 Nominal thickness 4.0
. TECU® Classic + Thickness of copper 0.3 on both surfaces
B Tecu® oxid + (alternatively 0.5)
TECU® Patina + Format 1000 x 3000
[ TECU® Brass +
TECU® Bronze + . TECU® Classic_bond °
TECU® Gold + TECU® Patina_bond +
[ TECU® Brass_bond +
[l TECU® Oxid_bond +
_shape (all types)
Formats 670 x 1000 x 1250 x
2000/3000 2000/3000 2000/3000
Thickness 0.7-1.5 0.7-1.5 0.7-1.5
[ TECU® Classic + + +
B TeCu® Oxid + + +
TECU® Patina + + +
[ TECU® Brass + +
TECU® Gold + +
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TECU® Panels

Lengths up to 4000
Widths up to 400

[ TECU® Classic .
B TECU® Oxid .
TECU® Patina ' °
TECU® Zinn o
[ TECU® Brass °
TECU® Bronze °
TECU® Gold .

" Lengths up to 3000

TECU® Cassettes

Custom manufacturing

[ TECU® Classic .
B TECU® Oxid .
TECU® Patina o
TECU® Zinn o
[ TECU® Brass °
TECU® Bronze °
TECU® Gold .

TECU® Profiled sheets

Corrugated and trapezoidal profiles

Formats available on request

[ TECU® Classic

B TeCU® Oxid

TECU® Patina

TECU® Zinn

[ TECU® Brass

TECU® Bronze

|+ [+ ||+ [+ +

TECU® Gold
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